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VVIISSCCOOMMEETTEERR  TTUUBBEESS  wwiitthh  ccaalliibbrraattiioonn  cceerrttiiffiiccaattee  
 
UBBELOHDE VISCOMETER for transparent liquids 
  
REF 14030 Size number 0   - Viscosity range from  0.3 to 1 cSt 
REF 14031 Size number 0C - Viscosity range from  0.6 to 3 cSt 
REF 14032 Size number 0B - Viscosity range from  1 to 5 cSt 
REF 14034 Size number 1   - Viscosity range from  2 to 10 cSt 
REF 14035 Size number 1C - Viscosity range from  6 to 30 cSt 
REF 14036 Size number 1B - Viscosity range from 10 to 50 cSt  
REF 14037 Size number 2   - Viscosity range from 20 to 100 cSt 
REF 14038 Size number 2C - Viscosity range from 60 to 300 cSt  
REF 14039 Size number 2B - Viscosity range from 100 to 500 cSt  
REF 14041 Size number 3   - Viscosity range from 200 to 1000 cSt  
REF 14042 Size number 3C - Viscosity range from 600 to 3000 cSt 
REF 14043 Size number 3B - Viscosity range from 1000 to 5000 cSt 
REF 14044 Size number 4   - Viscosity range from 2000 to 10000 cSt 
REF 14045 Size number 4C - Viscosity range from 6000 to 30000 cSt 
REF 13993 Size number 4B - Viscosity range from 10000 to 50000 cSt 
REF 13994 Size number 5   - Viscosity range from 20000 to 100000 cSt  
 
 
CANNON-FENSKE ROUTINE VISCOMETER for transparent liquids 
 
REF 14002 Size number  25 - Viscosity range from  0.4 to 2 cSt 
REF 14003 Size number  50 - Viscosity range from  0.8 to 4 cSt 
REF 14004 Size number  75 - Viscosity range from  1.6 to 8 cSt 
REF 14005 Size number 100 - Viscosity range from  3 to 15 cSt 
REF 14006 Size number 150 - Viscosity range from  7 to 35 cSt 
REF 14007 Size number 200 - Viscosity range from 20 to 100 cSt  
REF 14008 Size number 300 - Viscosity range from 50 to 200 cSt 
REF 14009 Size number 350 - Viscosity range from 100 to 500 cSt  
REF 14010 Size number 400 - Viscosity range from 240 to 1200 cSt  
REF 14011 Size number 450 - Viscosity range from 500 to 2500 cSt  
REF 14012 Size number 500 - Viscosity range from 1600 to 8000 cSt 
REF 14013 Size number 600 - Viscosity range from 4000 to 20000 cSt 
REF 14014 Size number 650 - Viscosity range from 10000 to 40000 cSt 
REF 14015 Size number 700 - Viscosity range from 20000 to 80000 cSt 
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CANNON-FENSKE VISCOMETER REVERSE FLOW TYPE for opaque 
liquids 
 
REF 14016 Size number   25 - Viscosity range from  0.4 to 2 cSt 
REF 14017 Size number   50 - Viscosity range from  0.8 to 4 cSt 
REF 14018 Size number   75 - Viscosity range from  1.6 to 8 cSt 
REF 14019 Size number 100 - Viscosity range from  3 to 15 cSt 
REF 14020 Size number 150 - Viscosity range from  7 to 35 cSt 
REF 14021 Size number 200 - Viscosity range from 20 to 100 cSt  
REF 14022 Size number 300 - Viscosity range from 50 to 200 cSt 
REF 14023 Size number 350 - Viscosity range from 100 to 500 cSt  
REF 14024 Size number 400 - Viscosity range from 240 to 1200 cSt  
REF 14025 Size number 450 - Viscosity range from 500 to 2500 cSt  
REF 14026 Size number 500 - Viscosity range from 1600 to 8000 cSt 
REF 14027 Size number 600 - Viscosity range from 4000 to 20000 cSt 
REF 14028 Size number 650 - Viscosity range from 10000 to 40000 cSt 
REF 14029 Size number 700 - Viscosity range from 20000 to 80000 cSt 
 
 
BS/IP U RF VISCOMETER for opaque liquids 
 
REF 18670 Size number   1 - Viscosity range from  0.6 to 3 cSt 
REF 18671 Size number   2 - Viscosity range from  2 to 10 cSt 
REF 18672 Size number   3 - Viscosity range from  6  to 30 cSt 
REF 18673 Size number   4 - Viscosity range from  20 to 100 cSt 
REF 18674 Size number   5 - Viscosity range from  60 to 300 cSt 
REF 18675 Size number   6 - Viscosity range from 200 to 1000 cSt  
REF 18676 Size number   7 - Viscosity range from 600 to 3000 cSt 
REF 18677 Size number   8 - Viscosity range from 2000 to 10000 cSt  
REF 18678 Size number   9 - Viscosity range from 6000 to 30000 cSt  
REF 18679 Size number 10 - Viscosity range from 20000 to 100000 cSt  
REF 18680 Size number 11 - Viscosity range from 60000 to 300000 cSt 
 
 
HOUILLON VISCOMETER for transparent liquids 
 
REF 13932 Viscosity range at 3.2 cSt 
REF 13933Viscosity range at 6.4 cSt 
REF 13934 Viscosity range at 12 cSt 
REF 13935 Viscosity range at 28 cSt 
REF 13936 Viscosity range at 80 cSt 
REF 13937 Viscosity range at 200 cSt 
REF 13938 Viscosity range at 400 cSt 
REF 13939 Viscosity range at 960 cSt 
REF 13940 Viscosity range at 2000 cSt 
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BS/IP SL VISCOMETER for transparent liquids 
 
REF 19283 Viscosity range at 10 cSt 
REF 19284 Viscosity range at 30cSt 
REF 19285 Viscosity range at 100 cSt 
REF 19286 Viscosity range at 300 cSt 
REF 19287 Viscosity range at 1000 cSt 
REF 19288 Viscosity range at 3000 cSt 
REF 18289 Viscosity range at 10000 cSt 
REF 19290 Viscosity range at 30000 cSt 
REF 19291 Viscosity range at 100000 cSt 
 
S.I.L. VISCOMETER for transparent liquids 
 
REF 19631 Viscosity range at 3 cSt 
REF 19632 Viscosity range at 10cSt 
REF 19497 Viscosity range at 30 cSt 
REF 19498 Viscosity range at 100 cSt 
REF 19499 Viscosity range at 300 cSt 
REF 19500 Viscosity range at 1000 cSt 
REF 19501 Viscosity range at 3000 cSt 
REF 19502 Viscosity range at 10000 cSt 
  
  
BAUME VIGNERON VISCOMETER for transparent liquids 
 
REF 14740 Viscosity range at 0.63 cSt 
REF 14741 Viscosity range at 1 cSt 
REF 14742 Viscosity range at 1.6 cSt 
REF 14743 Viscosity range at 2.5 cSt 
REF 14744 Viscosity range at 4 cSt 
REF 14745 Viscosity range at 6.3 cSt 
REF 14746 Viscosity range at 10 cSt 
REF 14747 Viscosity range at 15 cSt 
REF 14748 Viscosity range at 25 cSt 
REF 14748 Viscosity range at 40 cSt 
REF 14750 Viscosity range at 63 cSt 
REF 14751 Viscosity range at 100 cSt 
REF 14752 Viscosity range at 180 cSt 
REF 14753 Viscosity range at 250 cSt 
REF 14754 Viscosity range at 400 cSt 
REF 14755 Viscosity range at 630 cSt 
REF 14756 Viscosity range at 1000 cSt 
REF 14757 Viscosity range at 1600 cSt 
REF 14758 Viscosity range at 2500 cSt 
REF 14759 Viscosity range at 4000 cSt 
REF 14760 Viscosity range at 6300 cSt 
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CANNON MANNING VACUUM VISCOMETER for bitumen 
 
REF 18892 Viscosity range at 0.8 cSt 
REF 18893 Viscosity range at 2.4 cSt 
REF 18894 Viscosity range at 8 cSt 
REF 18895 Viscosity range at 24 cSt 
REF 18896 Viscosity range at 80 cSt 
REF 18897 Viscosity range at 240 cSt 
REF 18898 Viscosity range at 800 cSt 
REF 18899 Viscosity range at 2400 cSt 
REF 18900 Viscosity range at 8000 cSt 
REF 18901 Viscosity range at 24000 cSt 
REF 18902Viscosity range at 80 000 cSt 
 
 

VVIISSCCOOMMEETTEERR  TTUUBBEESS  FFOORR  AAUUTTOOMMAATTIICC  VVIISSCCOOMMEETTEERR  
  
  

CANNON UBBELOHDE VISCOMETER for  
transparent liquids 

without connection to the washer 
 
REF 15253 0.003 (approx. constant) 
REF 15255 0.005 (approx. constant) 
REF 15256 0.01 (approx. constant) 
REF 15257 0.03 (approx. constant) 
REF 15259 0.1 (approx. constant) 
REF 15260 0.3 (approx. constant) 
REF 15263 1 (approx. constant) 
REF 15264 3 (approx. constant) 
REF 15266 10 (approx. constant 
  
 
 

CANNON UBBELOHDE VISCOMETER for t 
ransparent liquids 

with connection to the washer 
 
REF 22882 0.005 (approx. constant) 
REF 22883 0.003 (approx. constant) 
REF 22884 0.01 (approx. constant) 
REF 22885 0.03 (approx. constant) 
REF 22886 0.1 (approx. constant) 
REF 22887 0.3 (approx. constant) 
REF 22888 1 (approx. constant) 
REF 22889 3 (approx. constant) 
REF 22890 10 (approx. constant) 
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